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TECHNICAL INFORMATION

1.1 General Information

proSTICK 200i is an easy to carry welding machine with direct current output, produced with single phase 

inverter technology. It has outstanding cellulosic performance and can burn all types of electrodes up to 

5 mm. Excellent welding performance is achieved with the advanced software features. Since proSTICK 200i 

may operate between 185 VAC and 250 VAC at 50 / 60 Hz mains voltage, it will not be a affected by 

�luctuations in the mains voltage and will operate perfectly with generators.

Figure 1 : proSTICK 200i

1.2 Machine Components

Technical Information

1- Spot (Punta) Mode Led  
10- Current Led 

2- Cellulosic Mode Led  
11- TIG Mode Led 

3- MMA Mode Led  

12- Digital Display 

4- Welding Mode Selection Key  
13- Current Adjustment Button

5- Arc Force Setting Button 
14- VRD Led

6- Hot Start Setting Button 
15- Earth Cable and Welding Cable Socket (+)

7- Earth Cable and Welding Cable Socket (-) 16- Supply Cable Input

8- Handle  

17- Fan

9- Voltage Led  

18- On / Off Switch
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Technical Information

As de�ined in the standard EN 60974-1, the duty cycle rate includes a time period of 10 minutes.

For example, if a machine speci�ied as 250A at %60 is to be operated at 250A, the machine can weld without 

interruption in the �irst 6 minutes of the 10 minutes period (zone 1). However, the following 4 minutes 

should be kept idle for the machine cool down (zone 2).

Duty CycleTemperature (C°)

6 min.

6 min.

6 min.

4 min.

4 min.

4 min. Time (min.)

Duty Cycle

Open Circuit Voltage

Rated Welding Current

Mains Voltage and Frequency

Protection Class

Rated Welding Voltage

Rated Power 

Rated Mains Current

X

U0

I2

U1

IP23S

U2

S1

I1

Single Phase Transformer Recti�ier

Direct Current

MMA Welding

Vertical Characteristic
Mains Input 1-Phase Alternating Current
Suitable for Operation at Hazardous 

Environments 

1.3 Product Label

MMA

1

3

5

2

4

6



proSTICK 200iWarranty Form
Garanti Formu

ON OFF

MMA

7

9

11

8

10

12

QS_PROS_042022_082024_003_04


